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MicroMetl

FLUSH MOUNT CONCENTRIC PACKAGES

MicroMetl Typical Specifications:

Furnish and install MicroMetl 1017 series concen-
tric diffuser package. The package shall include
concentric SA/RA diffuser with anodized alumi-
num, fixed in place, supply air louvers. Return
grate shall be mill finished aluminum and shall be
removable by stud hangers and quarter turn
fasteners. Diffuser box to include supply air
turning vanes, insulated sheet metal return boot
and duct connection collars. Package will include
hanging clips or eyehooks and will be shipped
completely assembled.

The MicroMetl Advantage:
1017-100A, 200A, 300A

flush mount diffuser with fixed blades for 2 to 81/2 ton units
- Fixed supply air blades to provide even air flow
pattern.

- Insulated sheet metal return air boot for smooth air
flow.

- Duct collars for flex duct attachment.

- Flex duct fasteners (field supplied).

- Fully assembled, ready to set in place.

- Supply air turning vanes provide an even 4-way air
distribution.

- Factory installed hanging clips.

- Brushed aluminum diffuser grille with aluminum
return air grate.

- Designed to easily install in any type of ceiling.

Supply Air
Turning Vanes

Duct Collars
Insulated
Sheet Metal
Return Air Boot

1017-400A, 500A, 600A

flush mount diffuser with fixed blades for 10 to 15 ton units

1017-800A & 990A

large flush mount diffuser with fixed blades for 20 to 25
ton units

- Diffuser box and boot are constructed of galvanized
sheet metal.

- Diffuser box and boot are insulated with anti-microbial
insulation,glued and pinned.

- Fixed supply air blades to provide an even air flow
pattern.

- Rectangular sheet metal duct collars for easy hard duct
attachment.

- Fully assembled, ready to set in place.

- Supply air turning vanes provide an even 4-way air
distribution.

- Factory installed eyehooks for hanging.

- Brushed aluminum diffuser grille with aluminum return
air grate.

- Designed to easily install in any type of ceiling.

1017-411A,511A, 611A

flush mount diffuser with fixed blades for 10 to 15 ton units
- Diffuser box and boot are constructed of galvanized
sheet metal.

- Diffuser box and boot are insulated with anti-microbial
insulation, glued and pinned.

- Fixed supply air blades to provide an even air flow
pattern.

- Round duct collars for flex duct attachment.
- Flex duct fasteners (field supplied).
- Fully assembled, ready to set in place.

- Supply air turning vanes provide an even 4-way air
distribution.

- Factory installed eyehooks for hanging.

- Brushed aluminum diffuser grille with aluminum
return air grate.

- Designed to easily install in any type of ceiling.



(Z)MicroMet

FLUSH MOUNT WITH FIXED BLADES
dush mount st o e e

for 2 to 8"2ton units

Hanging

Brushed Aluminum
Diffuser Grille / T Clips

LARGE FLUSH MOUNT WITH FIXED BLADES
1017-400A, 500A, 600A

flush mount diffuser with fixed blades
for 10 to 15 ton units

c (4) Eyehooks for
Hanging

Brushed

Aluminum ) )
Diffuser Grille Diffuser box is constructed of

sheet metal and insulated
with anti-microbial insulation.

1017-100A, 200A, 300A, 400A, 500A, 600A Series Diffuser

Specifications (in inches)

M;%f%gtgﬂﬁgr N%n;llr\w/lal- A B C D E Operating Weights
1017-100A 1000-2000 |44 % | 20 % | 16 24 13 35 Ibs
1017-200A 1000-2400 |44 Y, | 20 . | 18 24 13 35 lbs
1017-300A 2600-3400 (44 | 26 2 | 20 30 13 40 Ibs
1017-400A 3600-4400 | 41% 25 15 34 | 36'% 130 Ibs
1017-500A 4600-5400 | 47 % 26 18 36 | 42V 145 lbs
1017-600A 5600-7200 | 53 %4 28 20 42 | 48 168 lbs

Refer to page 7 for performance data.




MicroMetl

LARGE FLUSH MOUNT WITH ROUND COLLARS
1017-411A,511A,611A

flush mount diffuser with fixed blades
for 10 to 15 ton units

(4) Round Duct Collars
For Flex Duct Attachment (4) Eyehooks

for Hanging

Optional 0904 Series
Flex Duct. (2) Packages
are Required.

(4) Eyehooks
for Hanging

Insulated Sheet
Metal Box

Brushed Aluminum
Supply / Return Air
Diffuser Grille

1017- 411A, 511A, 611A Series Diffuser

Specifications (in inches)

MicroMetl Diffuser | Nominal-
Package Part No. CFM A B C D

Operating Weights

1017-411A 3600-4400 | 41% | 25 17" | 36% 130 Ibs
1017-511A 4600-5400 | 47% | 26 18 | 427 145 Ibs
1017-611A 5600-7200 | 53% | 28 20 | 487> 168 Ibs

1. Refer to page 7 for performance data.

2. *Because of space limitations, the collars on the 1017-411A
are 17” dia., instead of 18” dia. However, 18” dia. flexduct is
still used and must be tightened down to attached collars.



MicroMetI

LARGE FLUSH MOUNT WITH FIXED BLADES
1017-800A & 990A

large flush mount diffuser with fixed
blades for 20 to 25 ton units

(4) Eyehooks for
Hanging

Return Air Collar

Flanges for Hard Duct

Supply Air Collar

Brushed

Aluminum
smooth, even air i ; ) .
flow Diffuser Grille Diffuser box is constructed of

sheet metal and insulated
with anti-microbial insulation.

Turning vanes for

1017- 800A, 990A Series Diffuser Specifications (in inches)

MicroMetl Diffuser | Nominal- . .
Package Part No. | CFM A B C D E Operating Weights

1017-800A 7200-8000 | 59% | 31% | 23 48 | 55% 175 Ibs
1017-990A 10,000 | 65% | 36 28 52 | 61% 205 Ibs

Refer to page 7 for performance data.
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@MicroMetl
FLUSH MOUNT PERFORMANCE

MICROMETL CONCENTRIC FLUSH DIFFUSERS

Performance Notes

All engineering data is based upon interpolated data and should be used for reference only. Actual readings may vary.

All pressure values are in inches of water.
Throw values are given for the terminal velocities of 150 fpm (min throw) and 50 fpm (max throw).
Each NC value represents the noise criterion curve which will not be exceeded by the sound pressure in any of the octave bands, 2nd through 7th.

Each NC value is based on a room absorption of 10 db, re 10 -12 watts.
The NC value is based upon an “A” weighting (Human Ear Listening Response). 7 -



MicroMetl

DROP DIFFUSER CONCENTRIC PACKAGES

MicroMetl Typical Specifications:

Furnish and install MicroMetl 1018 series
concentric diffuser package. The package
shall include side supply, double deflection
diffusers with center pivoted air foil louvers.
Return grate shall be mill finished aluminum
and shall be removable. Diffuser box to
include supply air turning vanes, insulated
sheet metal return boot and duct connection
collars. Package shall include hanging clips or
eyehooks and be shipped completely
assembled.

The MicroMetl Advantage:
1018-100A, 200A, 300A

drop diffuser with double deflection blades for 2 to 8 "2
ton units

- Adjustable double deflection supply air registers.

- Insulated sheet metal return air boot for smooth air
flow.

- Duct collars for flex duct attachment.
- Flex duct fasteners (field supplied).
- Fully assembled, ready to set in place.

- Supply air turning vanes provide an even 4-way air
distribution.

Factory installed hanging clips.

Designed to easily install in any type of ceiling. Great
where long air throws and/or volume is required.

Flanges for Hard Duct
Attachment

Supply Air Collar
Return Air

1018-400A, 500A, 600A

large drop diffuser with double deflection blades for 10
to 15 ton units

1018-800A & 990A

large flush mount diffuser with fixed blades for 20 to 25
ton units

- Diffuser box and boot are constructed of galvanized
sheet metal.

- Diffuser box and boot are insulated with anti-microbial
insulation, glued and pinned.

- Adjustable double deflection supply air registers to
provide an even air flow.

- Rectangular sheet metal duct collars for easy hard
duct attachment.

- Fully assembled, ready to set in place.

- Supply air turning vanes provide an even 4-way air
distribution.

- Factory installed eyehooks for hanging.

- Designed to easily install in any type of ceiling.
Great where long air throws and/or volume is
required.

1018-411A,511A,611A

large drop diffuser with double deflection blades for 10
to 15 ton units

- Diffuser box and boot are constructed of galvanized
sheet metal.

- Diffuser box and boot are insulated with
anti-microbial insulation, glued and pinned.

- Adjustable double deflection supply air registers to
provide an even air flow pattern.

- Round duct collars for flex duct attachment.
- Flex duct fasteners (field supplied).
- Fully assembled, ready to set in place.

- Supply air tuning vanes for an even, 4-way air
distribution.
- Factory installed eyehooks for hanging.

- Designed to easily install in any type of ceiling. Great
where long air throws and/or volume is required.

Turning Vanes
for Smooth,
Even Air Flow



- 9 Refer to page 12 for performance data.

MicroMetI

DROP DIFFUSER PACKAGES
1018-100A, 200A, 300A

drop diffuser with double deflection
blades for 2 to 8 "2ton units /%\
Duct Collars B —

Double
Deflection

Diffuser Register \

LARGE DROP DIFFUSER PACKAGES
1018-400A, 500A, 600A

large drop diffuser with double deflection
blades for 10 to 15 ton units

Hanging Clips

Diffuser box is constructed of
sheet metal and insulated

(4) Eyehooks for . S o .
with anti-microbial insulation.

Hanging

Adjustable Double
Deflection Diffuser
Register

1018-100A, 200A, 300A, 400A, 500A, 600A Series Diffuser

Specifications (in inches)

MicroMetl Diffuser | Nominal- A B
Package Part No. CFM

C D E Operating Weights

1018-100A 1000-2000 | 45% | 21% | 16 |471%16| 231316 45 Ibs
1018-200A 1000-2400 | 45% | 21% | 18 | 471316 231316 45 Ibs
1018-300A 2600-3400 | 45% | 27 20 |[471316| 291316 50 Ibs
1018-400A 3600-4400 | 41% 20 15 34 | 39% 139 Ibs
1018-500A 4600-5400 | 47% | 20 18 36 | 457 180 Ibs

1018-600A 5600-7200 | 53% | 26 20 42 | 51% 222 Ibs




MicroMetI

LARGE DROP DIFFUSER WITH ROUND COLLARS
1018-411A,511A,611A

large drop diffuser with double deflection
blades for 10 to 15 ton units

(4) Round Duct Collars for Flex
~ Ctyp. < Duct Attachment

Optional 0904 Series
Flex Duct. (2) Packages
are Required.

(4) Eyehooks for
: Hanging

/Diffuser box is constructed of

sheet metal and insulated

Adjustable Double with anti-microbial insulation.

Deflection Diffuser
Register

Insulated Sheet

Metal Box
Aluminum Finish

1018- 411A, 511A, 611A Series Diffuser

Specifications (in inches)
MicroMetl Diffuser | Nominal- A B C D Operating Weights

Package Part No. CFM
1018-411A 3600-4400 | 41% | 20 17" | 39% 139 Ibs
1018-511A 4600-5400 | 47% | 20 18 | 457% 180 Ibs
1018-611A 5600-7200 | 53% | 26 20 | 517% 222 Ibs

1. Refer to page 12 for performance data.

2. *Because of space limitations, the collars on the 1018-411A
are 17” dia., instead of 18” dia. However, 18" dia. flexduct is
still used and must be tightened down to attached collars.

10



MicroMetI

LARGE DROP DIFFUSER PACKAGES

1018-800A, 990A

large drop diffuser with double

deflection blades for 20 to 25 ton units

Flanges for Hard Duct
Attachment

Return Air
Collar

Turning Vanes

for Smooth,
Even Air Flow

Adjustable Double

Deflection Diffuser

Register

Aluminum
Finish

(4) Eyehooks for
Hanging

Diffuser box is constructed of
sheet metal and insulated
with anti-microbial insulation.

MicroMetl Diffuser | Nominal- : .

Package Part No. CFM A B C D E Operating Weights
1018-800A 7200-8000 | 59% | 26 23 48 | 57% 238 lbs
1018-990A 10,000 |65% | 32 28 52 | 63% 267 lbs

Refer to page 12 for performance data.
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’MicroMetI
DROP DIFFUSER PERFORMANCE

MICROMETL CONCENTRIC DROP DIFFUSERS

Performance Notes

All engineering data is based upon interpolated data and should be used for reference only. Actual readings may vary.

All pressure values are in inches of water.

Throw values are given for the terminal velocities of 150 fpm (min throw) and 50 fpm (max throw).

Each NC value represents the noise criterion curve which will not be exceeded by the sound pressure in any of the octave bands, 2nd through 7th.
Each NC value is based on a room absorption of 10 db, re 10 -12 watts.

The NC value is based upon an “A” weighting (Human Ear Listening Response). 1 2 -



MicroMetI

OPTIONAL INSULATED FLEX DUCT PACKAGES
0904-0003, 0004, 0005

insulated flex duct

MicroMetl Typical Specifications:
The MicroMetl 0904 series insulated
flexible duct packages consists of (2) UL
listed flexible ducts that include a vapor

barrier and 1 1/2” fiberglass insulation.

- Flex Duct Fasteners (field supplied)

0904 Series Flex Duct Specifications

MicroMetl Diffuser Qy
Package Part No. '
1017/1018-100A 0904-0003
1017/1018-200A 0904-0004
1017/1018-300A 0904-0005
1017/1018-411A 0904-0004
1017/1018-511A 0904-0004
1017/1018-611A 0904-0005

Diffuser Package Description

(2) 16" openings X 48" long sections
(2) 18" openings X 48" long sections
(2) 20" openings X 48" long sections
(4) 18" openings X 48" long sections
(4)
4)

18" openings X 48" long sections
20" openings X 48" long sections

NININ A

NOTE: 1017/1018-411, 511A, and -611A
Diffuser packages with (4) round collars will
need (2) flexduct packages.

s 13



MicroMetI

DELIVERING QUALITY HVAC PRODUCTS AND SERVICES SINCE 1965

c 0 N c E N -I- R I c VISIT WWW.MICROMETL.COM FOR MORE INFORMATION
MicroMetl Indianapolis MicroMetl West MicroMetl Longview
3035 N Shadeland Ave, Ste. 300 905 Southern Way 201 Kodak Blvd

Indianapolis, IN 46226 Sparks, NV 89431 Longview, TX 75602
800.662.4822 800.844.4662 903.248.4800

Product Information & Applications




